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features and construction 


narrow stile welded 

l 



welded construction: 

Heliarc welded to obtain maximum penetra¬ 
tion of weld for a strong construction in 
modern door design. 


snap-in glass bead with vinyl 
glazing: 

The new design in snap-in glazing provides 
maximum glass protection through the resil¬ 
ience of the special extruded glass bead and 
vinyl glazing cushion which also eliminates 
all exposed screws in the glass bead. 


adjustable astragal: 

The adjustment is obtained by taking up or 
letting out on the astragal which is backed 
up by rubber bushings. For weather protec¬ 
tion and on the job adjustment where doors 
are put into wood frames or other types 
than those furnished by the manufacturer. 


extra long bolt travel: 

This extra long bolt travel assures maximum 
safety along with the hardened steel dowels 
to prevent forcible entrance. 


modern hardware design: 

New designs in hardware give a wide selec¬ 
tion in door designs. 


weatherstrip astragal: 


The wool pile assures maximum weather 
protection between frame and door stile and 
meeting rails of double doors. 


hinges: 

Full 4W' Ballbearing Butt hinges. 


off-set pivots: 

New off-set pivot hinge designed especially 
for Himco. 


finish: 

The Himco finish is processed to give a last¬ 
ing lustrous appearance for years because 
of its high quality aluminum alloy. 


C 


L. 





























































entrances 


hardware 






style W 




specifications 


general: 

Aluminum entrances, doors, frames and transoms, 
including side lights, shall be Himco, as manufactured 
by The Himmel Brothers Company, Hamden, Connecticut. 


material: 

Sections of doors and frames shall be extruded 
from 6463-T5 aluminum alloy. This alloy is a 6063 type 
alloy with superior mechanical properties and anodizing 
qualities. 

Wall thickness of extruded door sections shall not be 
less than .125" and .188" where hinges are mounted to 
door. Glazing mouldings shall be not less than .055" thick. 

Fastening shall be of aluminum alloy, stainless steel 
or steel cadmium or chromium plated. 


finish: 

All exposed surfaces shall have Alumilited Finish 
204-R1-A1 (30 minutes) free from any blemishes. Samples 
of finish shall be submitted to architects upon request 
for approval. 


workmanship: 

All joints shall be accurately joined and fitted to 
flush hairline joints, the bottom and top rails shall have 
reinforcements at corners and heliarc welded at stress 
points along the concealed lines of contact. 

Glass stops of the doors shall be of the snap-in type. 
No exposed screws shall be required to secure them in 
place; the leading edge of the glass stop in contact with 
the glass shall contain a vinyl glazing bead eliminating 
the necessity of putty or mastic. 


weather-stripping: 

The weather-stripping shall be of wool pile with an 
aluminum back, and shall be installed in the astragal 
part of the door stile of the center hung doors and in 
one meeting stile of a pair of doors. 


hardware: 

Standard hardware shall be furnished by The Himmel 
Brothers Company on all stock doors. Hardware for 
custom built doors and special entrances may be specified 
by the architect. Hardware furnished by others must be 
sent to the door manufacturer for proper application to 
the door. Finish of hardware shall closely match the finish 
of the doors. 


erection: 

All items under the heading of aluminum entrances 
shall be installed in prepared openings which are to be 
plumb, square, level and in the proper alignment with 
all other work. The entrances shall be securely anchored 
and ready for operation in every respect. 

In order to prevent weather leakage all the joints 
between the metal and masonry shall be fully caulked 
and neatly pointed and excess material removed. 



THE HIMMEL BROTHERS COMPANY 





























































































entrance details 


SCALE: quarter full size 


HIMCO’S * arge variet y °* f ramin 9 and split tube sections provides a wide 
selection for the many requirements of today's modern door design. 

• Wide Stile Doors with welded and tie-rodded construction 

AVAILABLE: • Panic Devices 

• Automatic Door Operators 


custom styles 



standard styles 
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custom sections 


VERTICAL SECTIONS 

■ single acting 
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HORIZONTAL SECTIONS 

■ single acting 


Door Opening 
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standard sections 


VERTICAL SECTIONS 

■ single acting 


double acting 
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16 a 


sizes 

IM6B Hi 

standard 
stock units 

door 

opening 

recommended 
masonry opening 

NF 

single door leaf 
and frame 

2'6" x 7'0" 

3'0"x7'0" 

3'6"x7'0" 

2'10"x7'2" 

3' 4"x7'2" 

3'10"x7'2" 

NFT 

single door leaf 
and frame with 
transom 

2'6"x7'0" 

3'0" x 7'0" 

3 / 6 // x7 / 0 // 

2'10"x 10W' 

y 4" x 10W' 

3'10"x 1(7614" 

NDF 

pair door leaves 
and frame 

5'0" x 7'0" 

6'0" x T 0" 

7'0" x 7'0" 

5'4"x7'2" 

6'4" x 7'2" 

7'4“ x T2“ 

NDFT 

pair door leaves 
and frame with 
transom 

5'0"x7'0" 

6'0" x 7'0" 

7'0" x 7'0" 

5'4"xl0'614" 

6'4”xW6V4" 

7'4"xl0'6!4" 

This Schedule is applicable to Entrance Types A, B and C 

TYPE "A" 

With BUTT HINGES 
for Overhead Closer 

TYPE "B" 

With OFFSET PIVOT 
for Single Acting 
Floor Check 

TYPE "C" 

With CENTER PIVOT 
for Double Acting 

Floor Check 



HORIZONTAL SECTIONS 

■ single acting 


WH 


Door Opening 



■ double acting 

14 —| — 114 — Door Opening 


a 


typical meeting rails 
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SCALE: quarter and half full size 


entrance details 
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Glass U-] Sidelight Door Opening 

Opening 


glass beads and stops 
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thresholds 


1 3 U" x 4" framing sections 
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frames and 
tubular shapes 


A 630 and 631, 5 / 32 " thick—all others '/s" thick 
drawings not to scale 



THE HIMMEL BROTHERS COMPANY 







































































































































































































60 B 















































Digitized by: 



INTERNATIONAL 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 

BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildinqtechnologvheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 










